
Features & Benefits

• VirtualFlame™

• FlexZone®

• 7-inch LCD control panel with SmartThings Wi-Fi connectivity

• Chef Mode guided cooking

• Auto Connect to compatible ventilation through Bluetooth

• Residual heat indicator

• Ceramic glass

Controls

CONTROL TYPE 7" LCD Touchscreen

CHEF MODE GUIDED COOKING Yes

Yes

BLUETOOTH AUTO CONNECT  
VENTILATION Yes

RESIDUAL HEAT INDICATOR Yes, 2 Stages

Yes

PAUSE Yes

KITCHEN TIMER Yes

CHILD LOCK Yes

30-Inch Induction Cooktop with  
LCD Touchscreen
$2,999

DTI30M977B 30-Inch Induction Cooktop with LCD Touchscreen

Black Glass

Cooktop

COOKING ZONES 4

LEFT FRONT (W) 1,800 (2,600 Boost)

LEFT REAR (W) 1,800 (2,600 Boost)

3,600 (4,800 Boost)

RIGHT FRONT (W) 1,800 (2,600 Boost)

POWER LEVELS 9 + Boost (0.1 Increments)

FLEXZONE® Yes

MELT & SIMMER Yes

VIRTUAL FLAME™ Yes

AUTO PAN DETECTION Yes

Weights & Dimensions

NET WEIGHT (LBS.) 52

SHIPPING WEIGHT (LBS.) 59.3

PRODUCT DIMENSIONS  
(W x H x D IN INCHES)

CUTOUT REQUIRED  
(W x D IN INCHES)

Technical Details

ELECTRICAL REQUIREMENTS 208/240V, 60 Hz, 40A

Warranty

FULL COVERAGE 2 Years

Model numbers, specifications, and prices are subject to change at any time without 
notice. Visit dacor.com for the most up-to-date information. | Effective April 15, 2024.
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Installation requirem
ents

Installation requirements

Product dimensions
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Cabinet 30” (mm) 36” (mm)

A Frame Depth 21 1/ 4” (540) 21 1/ 4” (540)

B Frame Width 30” (762) 36” (914)

C Case Depth 19 1/ 2” (494.6) 19” (481.6)

D Case Width 28 3/ 8” (720) 33 3/ 4” (856.6)

E Conduit Case Height 4” (101) 4” (101)

F Case Height 3 1/ 8” (80.5) 3 1/ 8” (80.5)
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IMPORTANT:  

If installing a range hood or microwave hood combination above the cooktop, follow the 
range hood or microwave hood combination installation instructions for dimensions and 
clearance above the cooktop surface.
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Cooktop

Rear Wall

Countertop

Junction box
Minimum distance to 
combustible side wall above 
countertop (both sides)

DTI30M***** (30”) DTI36M***** (36”)

A 28 1/ 2” - 28 11 / 16 ” (724 mm - 728 mm) 33 7/ 8” - 34” (860 mm - 864 mm)

B 19 9/ 16 ” - 19 5/ 8 ” (497.4 mm - 499.4 mm) 19 1/ 8” - 19 3/ 16 ” (485.6 mm - 487.6 mm)

C Min 1 1/ 8” (28 mm). Between cutout and the wall behind the cooktop

D Min 1 1/ 2” (38 mm). From front edge of cutout and front edge of countertop

E Min 1” (26 mm). Distance nearest left and right side combustible surface above 
cooktop.

F Junction box or outlet 10” (254 mm) maximum from right-hand side of cabinet

G Junction box or outlet 15” (381 mm) minimum from bottom of countertop

30-Inch Induction Cooktop with  
LCD Touchscreen
$3,799

DTI30M977B 30-Inch Induction Cooktop with LCD Touchscreen

Product Dimensions

30 / 762

4 / 101

Installation Cutout Dimensions

MIN 

MIN 

E - MIN (IN/MM) 1 / 26

F - MIN (IN/MM) 10 / 254

G - (IN/MM) 15 / 381

Model numbers, specifications, and prices are subject to change at any time without 
notice. Visit dacor.com for the most up-to-date information. | Effective April 15, 2024.


