
Features & Benefits

• 3 independent temperature zones

• 3 internal and 1 external humidity sensors

• Argon-filled triplex glass with UV/IR coating

• 3 clean air filters

• Anti-vibration mounted compressor

• SteelCool™ full stainless steel interior

• LED 3D Lighting

• Push-to-open door

• Glass-touch control panel with SmartThings Wi-Fi connectivity

• 15-year warranty on digital inverter compressor

• R600a refrigerant

• Panel ready

Controls

Yes

SABBATH MODE Yes

24-Inch Wine Column
$7,499

DRW24980 24-Inch Wine Column

Accessories (Optional)

24” Wine Column Panel Kit, 
Contemporary, Silver Stainless, Left $999

24” Wine Column Panel Kit, 
Contemporary, Silver Stainless, Right $999

24” Wine Column Panel Kit, 
Contemporary, Graphite Stainless, Left $1,199

24” Wine Column Panel Kit, 
Contemporary, Graphite Stainless, Right $1,199

RAC00TCAAAA Install Kit for Triple Column  
Built-In Refrigeration $99

Install Kit to Pair Column  
Built-In Refrigeration $249

Air Filter for Refrigeration  
DRF/DRR/DRW, Set of 6 $129

DRW24980LAP/DA – Panel Ready, Left Hinge
DRW24980RAP/DA – Panel Ready, Right Hinge

Features

Yes

DEODORIZING FILTER Yes

LED LIGHTING 3D Lighting

INTERIOR MATERIAL SteelCool™ (Full Stainless Steel Walls)

FULL WIDTH SHELVES 11 Glideracks

SHELF MATERIAL Oak Wood, Metal Trim

PRESENTATION SHELF Yes

GLASS DOOR Triple-Pane, Argon-Filled (UV/IR-Resistant)

 
MOUNT Yes

HUMIDITY SENSORS 3 Interior (1 Per Zone), 1 Exterior

DOOR ALARM Yes

Refrigerator

100

ZONES 3

TEMPERATURE RANGE 40°F to 65°F

TRIPLE COOLING Yes, with 3 Evaporators

Weights & Dimensions

416

477.5

PRODUCT DIMENSIONS  

FLUSH CUTOUT REQUIRED  24 x 84 x 25

Technical Details

ELECTRICAL REQUIREMENTS 120V, 60 Hz, 15A

Warranty

FULL COVERAGE 2 Years

Model numbers, specifications, and prices are subject to change at any time without notice. 
Visit dacor.com for the most up-to-date information. | Effective June 2023
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Product Speci�cations
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Callout 24”

A 23 3/4” (603 mm)

B (With Panel) 25” (635 mm)

B1 (Without Panel) 23 13/16” (605 mm)

C 83 3/8” (2118 mm)

D 23 5/8” (600 mm)

D1 24 7/8” (631 mm)

D2 27 9/16” (701 mm)

E 50 3/4” (1289 mm)

F 13 11/16” (348 mm)

G 49 11/16” (1261 mm)
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Cabinet Special Requirements
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Electric supply 
location

5” 
(127)

A  : Cabinet Width 

B  : Cabinet Depth

C : Cabinet Height

D : Electrical supply width location

E  : Electrical supply height location

Callout 24”

A 24” (610 mm)

B 25” (635 mm)

C 84” (2134 mm)

D 14” (356 mm)

E 80” (2032 mm)

• B : Includes the standard door panel thickness with 3/4”.
• Installation inside a cabinet of this width allows the wine cellar trim to be attached 

directly to the surrounding cabinets.
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For 36” models, use 2 anti-tip brackets.

2” (50)

A

Spacer (wood)

Appliance

Option Cabinet height A

1 83 1/2” (2121 mm) 79 13/32” (2017 mm)

2 83 3/4” (2127 mm) 79 5/8” (2023 mm)

3 84” (2134 mm) 79 7/8” (2030 mm)

4 84 1/4” (2140 mm) 80 1/8” (2036 mm)

24”

ANTI-TIP BRACKET 1 ea

wooden wall M4x35 3 ea

concrete wall

M4x35 3 ea

ø6x30

(HOLDER LOCK)
3 ea

• 3 screws/holder locks per bracket.

Custom Panel Speci�cations

W1
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H1
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Callout 24”

W1 23 3/4” (603 mm)

W2 3 9/32” (83.5 mm)

W3 17 5/32” (436 mm)

H1 79 7/8” (2029 mm)

H2 7 23/32” (196 mm)

H3 62 25/32” (1594.5 mm)

H4 9 3/8” (238.5 mm)

Panel Thickness 3/4” (19 mm)

Max Weight 55.0 lb (25 kg)

Do not exceed the max load that the custom panel can endure. Before crafting the panel, 
check the strength of the panel’s material and the load of attachments to the panel.

24”

Custom Panel

Maximum Weight
55.0 lb (25 kg)

NOTE

• Standard Custom panel thickness is 3/4” (19 mm).
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